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Standard Equipment
Positive lock & unlock ratchet (non-sparking)
Roller guide
Brass adaptors (LH & RH threads)

Rugged by design

OXYGEN & ACETYLENE
REELS

American Reels® oxygen and acetylene hose reels are designed to store and dispense hoses used in welding and cutting 
processes. The oxygen and acetylene hoses are typically used together in oxy-acetylene welding and cutting, and they need to 
be stored properly to prevent tangling and damage.

When selecting an oxygen and acetylene hose reel, it is important to consider the length and diameter of the hoses being used 
to ensure safe operation and avoid accidents or damage to the equipment.

Our hose reels are designed to keep your hoses organized, easily accessible, and tangle-free. Made of durable materials, these 
reels can withstand the high pressures and temperatures involved in welding and cutting processes.

Built for professionals, our oxygen and acetylene hose reels will provide a safe and efficient solution for your welding and 
cutting needs. 

3/16" to 3/8" HOSE
Spring Operated REWIND



OXYGEN & ACETYLENE Reels
3/16" to 3/8" HOSE
Spring Operated Rewind
When ordering - Please supply the following information.

1 - Model number of reel 
2 - Size of hose
3 - Top or bottom wind 

Model Twin Hose Dimensions in Inches

I.D. Length A B E F G

SF3A2-OA 3/16” 50’ 20 21 1/2 12 5/8 10 8

        1/4” 35’

SF4C2-OA 1/4” 50’ 20 20 1/2 14 3/4 8 10

3/8” 50’

Model Twin Hose Dimensions in Inches

I.D. Length A B C D E

SG4C2-OA 1/4” 100’ 22 23 1/2 15 1/2 20 10

SG6C2-OA 3/8” 100’ 22 23 1/2 17 1/2 20 12
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